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TOP OF CASTING TO BE 1/4" BELOW.
FINISH GRADE IN ASPHALT PAVEMENT,
FLUSH TO FINISH GRADE ELSEWHERE
\ 38 1/2”

ADJUST TO REQUIRED GRADE WITH
4

HEAVY DUTY FRAME AND COVER
SHALL BE PATTERN NO. 1200
AS MANUFACTURED BY THE
CAMPBELL FOUNDRY COMPANY,
HARRISON, N.J. AND

SHALL BE MADE IN U.S.A.

SEE NOTE 1.

MORTAR

I

MANHOLE STEPS SHALL BE EQUAL

TO PATTERN NO, 2593 AS
MANUFACTURED BY THE CAMPBELL\
FOUNDRY COMPANY, HARRISON, N.J.
(ALIGN VERTICALLY)

MINIMUM TWO COURSES OF RED
2'-0" DIA.

MANHOLE BRICK MASONRY.
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PRECAST REINFORCED r
CONCRETE M.H. CONE

O-RING RUBBER

GASKET JOINTS \
PRECAST REINFORCED
CONC. M.H. BARREL \

FORM GROOVE IN

BASE CONCRETE WITH
STEEL RING FORM TO
RECEIVE TONGUE OR %
BARREL
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SEE DETAIL
507.63A

COMBINATION OF

>

4
R
I

Af

BRICK MASONRY OR ™
CLASS "A” CONCRETE FILL

CLASS "A” CONCRETE BASE —
OR PRECAST BASE WITH 4
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RED MANHOLE
BRICK MASONRY INVERT

12" MIN. SCREENED
COMPACTED GRAVEL

PIPE STUB
WITH STOPPER

8" MINIMUM.
THICKNESS OF BOTTOM SLAB SHALL NOT BE

LESS THAN THE MANHOLE BARREL SECTION WALL UNDISTURBED GROUND

SECTIONAL ELEVATION

SCALE = N.T.S.

SHAPED INVERT

SCD No. 507.63

BRICK SHELF
SLOPE 17°/FT

LASS "A” CONCRETE BASE
CLASS "B” CRADLE SUPPORT

BRICK LINED

1. MANHOLES SHALL HAVE LETTERS "SEWER”
CAST ON THE COVERS AND THE COVERS
SHALL HAVE VENT HOLES.

2. ALL INTERIOR AND EXTERIOR SURFACES
OF MANHOLE GRADE ADJUSTMENT COURSES
SHALL BE COVERED WITH 1/4” TO 3/8"
MASONRY CEMENT PLASTER.

68" MIN.

TYPICAL STUB WITH
STOPPER FOR FUTURE

CONNECTION
3. ALL EXTERIOR SURFACES OF MANHOLES
SHALL BE GIVEN TWO COATS OF
SECTION A—A BITUMINOUS WATER—PROOFING.
4. MANHOLE FRAME AND COVER SHALL BE
MADE IN U.S.A.
I k
E
SEWER PIPE (TYP.
| [ . 8" OR (TYP.)
AS REQUIRED
6" MIN. 17 WASH
=R = —
4 <
a
' 5" MIN. x—
6" MIN. EXISTING
SANITARY
\ \ SEWER LINE.
CLASS "B” BASE TO BE CONSTRUCTED ON FLEXIBLE COUPLING
CRADLE SUPPORT UNDISTURBED MATERIAL OR 6" ADAPTER.
(TYPICAL) COMPACTED SCREENED GRAVEL SEE DETAIL 507.63A
STANDARD CONSTRUCTION DETAIL

SANITARY  SEWER
PRECAST CONCRETE MANHOLE

TOWN OF GREENWICH, CONNECTICUT
ENGINEERING DIVISION
DEPARTMENT OF PUBLIC WORKS




